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Fig. S1 Random transect tape tied on to horizontal support beam, with top, side, and bottom of beam labeled.
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Fig. S2 Benthic transect T-frame camera setup (a) and diver taking transect photographs (b) along a horizontal support beam. 


[bookmark: _GoBack]Table S1 Distribution of random photographic transects via scuba from H1to H3 during pre-removal and post-removal surveys. 

	Level (Horizontal Beam)
	Direction/Platform Side
	Beam Orientation:

	
	
	Top
	Bottom
	Inside
	Outside

	Pre-removal H1
	East 
	1
	1
	1
	1

	
	North
	1
	1
	1
	1

	
	South
	1
	1
	1
	1

	
	West
	1
	1
	1
	1

	Pre-removal H2
	East 
	1
	1
	1
	1

	
	North
	1
	1
	1
	1

	
	South
	2
	1
	2
	2

	
	West
	1
	1
	1
	1

	Pre-removal H3
	North
	1
	1
	1
	1

	Post-removal H2
	East 
	2
	2
	2
	2

	
	North
	1
	1
	1
	1

	
	South
	1
	1
	1
	1

	
	West
	2
	2
	2
	2

	Post-removal H3
	East
	1
	1
	1
	2

	
	North
	1
	1
	1
	1

	
	West
	1
	1
	1
	1









Table S2 Mean percent cover and change of groups identified in CPCe pre- and post-removal analysis on depth delineated horizontal beams from H1 to H8. No post-removal surveys were conducted on H8. Calculated change between pre- and post-removal surveys for each depth level is in italics. Shading separates platform depth levels. 
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Pre-Removal H1 0.63 8.94 842 1115 17.05 242 0.66 0.07 0.00 0.00 0.15 321 7.26 0.05
Pre-Removal H2 0.00 2.55 3471 25.61 17.29 1218 2,19 0.02 0.00 0.00 0.30 2.78 236 0.00
Post-Removal H2 | 0.01 532 16.13 22.08 20.77 29.06 0.12 0.00 | 0.00 0.08 0.09 297 335 0.00
Change H? +0.01 | +2.77 | -18.58 -3.53 +3.48 +16.88 | -2.07 -0.02 | 0.00 +0.08 | -21 +0.19 +0.99 0.00
Pre-Removal H3 0.00 9.03 16.99 40.38 11.30 0.98 0.06 1.29 0.00 023 293 1.62 0.00
Post-Removal H3 | 0.06 12.69 833 30.66 2227 17.38 0.48 0.00 0.40 0.00 0.16 344 4.14 0.00
Change H3 +0.06 | +3.66 | -8.66 -9.72 +10.97 | +2.15 -0.5 -0.06 | -0.89 0.00 -0.07 +0.51 +2.52 0.00
Pre-Removal H4 0.00 18.04 5.18 38.66 14.06 18.09 0.50 0.00 | 0.00 0.00 093 0.79 3.70 0.07
Post-Removal H4 | 0.00 7.06 1.07 51.94 15.65 1636 197 0.00 | 0.00 0.00 023 122 447 0.03
Change H4 0.00 -10.98 | -4.11 +13.28 | +1.59 -1.73 +1.47 0.00 0.00 0.00 -0.70 +0.43 +0.77 -0.04
Pre-Removal HS 0.00 2.14 14.99 2151 30.53 14.50 170 0.00 6.61 0.00 048 292 4.61 0.00
Post-Removal H5 | 0.00 1.04 0.76 27.27 2399 26.60 8.15 0.00 6.37 0.00 0.57 1.89 336 0.00
Change H5 0.00 -1.1 -14.23 +5.76 -6.54 +12.10 | +6.45 0.00 -0.24 0.00 +0.09 |-103 -1.25 0.00
Pre-Removal H6 | 0.00 6.47 433 0.51 2848 6.78 140 0.00 | 0.59 235 0.64 47.61 0.85 0.00
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PostRemoval H6 | 0.00 | 1086 | 0.09 | 081 3150 [946 2021 |000 [046 | 103 |031 [2015 [511 | 000
Change H6 | 0.00 | +439 | 424 | +030 | +3.02 | +268 | +1881 | 0.00 | 0.3 |-132 |-033 |-2746 | +426 | 0.00
Pre-Removal H7 0.00 6.22 3.00 021 4.08 1491 3.54 0.00 0.32 043 043 61.27 5.58 0.00
PostRemoval H7 | 000 | 426 | 087 | 027 | 253 1847 [2680 | 000 003 |000 |019 |2727 |1909 | o013
Change H7 | 0.00 | 196 | 213 | +0.06 | -1.55 | +356 | +23.26 | 0.00 | 0.29 | 043 | -0.24 | -340 | +13.61 | +0.13
PreRemovalHS | 000 | 000 | 000 | 000 |000 |1250 |000 |000 |000 |000 |000 |000 |87.50 | 000
Post-Removal HS | Not Surveyed.
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